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Buchsentyp

Steckertyp

gerader Schnitt

Abisolierlängemm

Buchsentyp

Steckertyp

gerader Schnitt

Abisolierlängemm

1 cm

cm

cm

Stringsicherung
JuCon SF 1.5

Pos. #
(1, 2, 3 oder 4)

Nur PV-Leitung

cm

cm

A V

Stückzahl

1500

Please Note:
No liability can be taken for the correctness and completeness of this information!
All dimensions have to be checked on-site by the executing companies on own responsibility.
The plan author has to be informed in case of discrepancies.
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JuCon ES2 /
Kabel-Konfiguration

KK51_DE 00
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Buchsentyp

Steckertyp

gerader Schnitt

Abisolierlänge

Buchsentyp

Steckertyp

gerader Schnitt

Abisolierlänge

Konfiguration JuCon ES2-Plug 1/2

Ohne Sicherung:

min. 15 cm min. 15 cm

min. 15 cm

min. 15 cm

min. 15 cm
min. 15 cm

min. 15 cm

min. 15 cmmin. 15 cm

min. 15 cm

min. 15 cm

min. 15 cm

Ohne Sicherung:

Ohne Sicherung: Ohne Sicherung:

Mit Sicherung:

Mit Sicherung:

Mit Sicherung:

Mit Sicherung:

Mit Sicherung:

Mit Sicherung:

Mit Sicherung:

Mit Sicherung:

Konfigurationsbeispiel:
ES2 ohne Sicherung an #1, #2, #4 und  
einer 1500V-Sicherung an #3:

Fuse-Configuration
Either mark fuses at #1 and #2 or only at #3
#1 and #2 must have the same voltages

Pos.# (1,2,3 oder 4):
1 2 3 4
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Konfiguration JuCon ES2-Plug 2/2

Kunde:

Termin:

Projekt:

Besonderheiten:

Bemerkungen:

Projektleiter 
 (oder Anfragesteller) :

Lieferung:

Empfänger (Vor- & Nachname):

Straße + Hausnr.:

Postleitzahl + Ort / Hafen:

Land:

Lieferadresse (für CIF or DAP)

     FCA Werk / Selbstabholung durch Kunde
     CIF via Seefracht  
     DAP 
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