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Artikelnr./Item No.: Pos.:

Projekt/Project: Customer:

Module name: Modulepower:
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N. Mahr16.08.2022

JuCon ES2 /
Cable Configuration

KK51_EN 00

mm

mm

cm cm

cm

cm

cm cm

4

3

only PV-cable

In-line fuse
JuCon SF 1.5
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Socket type

Plug type
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Socket type
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Socket type

Plug type

straight cut

stripped lenght

Configuration JuCon ES2-Plug 1/2

No fuse:

min. 15 cm min. 15 cm
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min. 15 cm
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min. 15 cmmin. 15 cm
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No fuse:
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With fuse:

With fuse:

With fuse:

With fuse:

With fuse:

With fuse:

With fuse:

With fuse:

Configuration example:
ES2 with no fuse at #1, #2, #4 and  
a 1500V fuse at #3:

Fuse-Configuration
Either mark fuses at #1 and #2 or only at #3
#1 and #2 must have the same voltages

Pos.# (1,2,3 or 4):
1 2 3 4
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Configuration JuCon ES2-Plug 2/2

Recipient Recipient 
(first & last name):

Street name + house number:

Post code + town / harbour:

Country:

Delivery Address (for CIF or DAP)

     FCA factory / Collection by customer
     CIF via sea freight 
     DAP 

Customer:

Deadline:

Project:

Specifics:

Features / Notes:

Project manager 
(or applicant) :
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